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UBB RBI B315 SETTINGS GUIDE

Login to the router

Login to router — In web browser address bar type in 192.168.1.1 and press enter — the RBI router
page will open
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Select connection settings and a login pop up will ask you to login, the standard user name is
admin and password is admin
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Once logged in you will be asked to change the password. There is no need for this however if it is
changed please inform our team.

><— ch @lsz;x: t hti o LRI l
- |
&2 Huawe il 15 O

VodafoneNZ

iiiw

The strength of your login password is toa low. Piease change the password fo
avoid potential security issues.

Recewved/Sent:

Duraton: o| ©oonctreming

Internet Status

USIM card status Normat
Network made

P4 status Connested
IP addres

Ecio 6508
Rscp ag8m

Change Preferred Mobile 3G/4G Network setting

Once logged in go to settings, Dial Up and Network Settings. Select your preferred Frequency or
band in the drop down and apply
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Change the antenna setting on latest firmware version

Go to System /Antenna settings and select the appropriate antenna setting for your router
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Change WiFI SSID and Password

Select WLAN and Basic Settings and you change the SSID for the router (WiFi name) — you can also
change the password.
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- WLAN Basic Settings able to access the device.
WLAN Advanced Settings
WLAN module: # Enable Disable
WLAN MAC Filter
WPS Settings SSID Security mode Status Options
DHCP HUAWE-B315-832C WPAMPA2-PSK on Edit
Security o HUAWEI-B315-832C-1 WPAMWPA2-PSK off Edit
ST ° HUAWEIB315-832C-2 WPAMWPA2-PSK off Edit
HUAWEI-B315-832C-3 WPANPA2-PSK off Edit
Security mode: | WPAWPA2-PSK v

|| Show password
SSID Broadcast: ® Enable Disable

Mote: If SSID broadcast is disabled, you must enter a valid SSID to
connect to a Wi-Fi network. For details, see the Help

Apply
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and apply.
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Port forward Settings
Go to Security / Virtual services, enter the appropriate details, turn on and select ok then add button
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Configure a virtual server to enable external computers to access WWW., FTP or other services provided

by the LAN.

+ |Paddress: Designate a computer locates at the LAN to provide services.
«  LAN/WAN port: The port of the computer that provides services. Itis a single port and the value range of LANAWAN

Partis 1-65535

s Protocol: Protocols applied by services.
«  Note: Settings will not take effect until the "Apply” button is clicked.

Virtual Servers List

Name WAN Port LAN IP Address LAN Port Protocol Status Options.
VOIP 9095 192.168.1.50 9095 TCPUDP On Edit Delete
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Other Security Settings

WAN Ping capability — Go to Security / firewall and un tick disable wan port ping and apply
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Firewall Switch

Enable or disable firewall filter functions. The IP address filter, WAN port ping, and domain name filter

functions are available only when the firewall is enabled.
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UPnP — Go to UPnP settings and tick and apply
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UPnP Settings

The UPnP architecture allows device-to-device networking of personal computers, networked home
appliances, consumer electronics devices and wireless devices. Itis a distributed, open architecture

protocol based on established standards such as the Internet Protocol Suite (TCP/IP), HTTR XML, and
SOAR

UPnP status: ® Enable Disable
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DMZ Settings - Managed routers — go to security / DMZ Settings and enable and enter the address
for the DMZ network and apply
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